
RJ-45 / Hirose 6 pin Connector

1 Trigger Input 2 GPIO

29mm x 29mm x 40mm

PoE / DC12V (Automatic Switching)

CCD / CMOS Imager Sensor

Teli Core Technology inside

WARRANTY

3
YEARS

BG Series

GigE Industrial Camera

BG Series
GigE Industrial Camera

BG Series



The information of this catalog is current as of May 2020.      The information of this catalog is subject to change without notice. 
      Company name, product name or logo might be trademark or registered trademark of each company or organization. 
       We shall be exempted from taking responsibility and held harmless for damage or losses incurred by the user. 4000-0358-2005

If this product should be used in the extraordinary conditions or environments, or if you have 
any questions or problems, please contact our sales division.

Before using this product, please read “Operation Manual“ carefully in order to use this product 
afely and correctly.Notes on Safety

https://www.toshiba-teli.co.jp/en/

Toshiba Teli develops an advanced hardware IP core by leveraging accumulated technologies 
and knowledge. Our advanced H/W IP core technologies bring outstanding performances 
with special features.

Teli Core TechnologyTeli Core Technology

*1 : MODEL su�ix C / MC: without IR-cut filter, CF / MCF: with IR-cut filter, G / CG: with Dust-proof Glass
*2 : Imager type GS-CMOS: Global shutter type CMOS sensor (RS-CMOS: Rolling shutter type CMOS sensor)
*3 : Teli Core Technology Featuring TELI original IP "Teli Core Technology"
*4 : Event notifications; (CMOS model) FrameTrigger, FrameTriggerError, FrameTriggerWait, FrameTransferStart, FrameTransferEnd, ExposureStart, ExposureEnd, Timer0Start and Timer0End are available.
*5 : Event notifications; (CCD model) FrameTrigger, FrameTriggerError, FrameTriggerWait, ALCLatestInformation and ALCConverged are available.
*6 : Short exposure mode The mode to switch it for short time exposure (1.1μs or more) by enhancing electronic shutter. (Contact for details)

Available Available AvailableAvailable (Under development) Available (Under development)

Available Available Available Available Available

2/3 type GS-CMOS

22 fps

Sony IMX264

✓

2,448 x 2,048

✓ *4

3.45 x 3.45 μm

✓
✓
✓

C mount
-

Sony ICX424A
1/3 type CCD

640 x 480
125 fps

7.4 x 7.4 μm
-
✓ *5

-
-

C mount

-
-

Sony ICX414A
1/2 type CCD

640 x 480
125 fps

9.9 x 9.9 μm
-
✓ *5

-
-

C mount

-
-

Sony ICX204A
1/3 type CCD

1,024 x 768
40 fps

4.65 x 4.65 μm
-
✓ *5

-
-

C mount

-
-

Sony ICX445A
1/3 type CCD

1,280 x 960
30 fps

3.75 x 3.75 μm
-

-
-

✓ *5

C mount

-
-

Sony ICX274A
1/1.8 type CCD

1,600 x 1,200
20 fps

4.40 x 4.40 μm
-
✓ *5

-

-
-

C mount
-

Sony IMX287

6.90 x 6.90 μm

720 x 540

✓
✓ *4

✓

1/2.9 type GS-CMOS

✓

291 fps

✓

C mount
✓

Sony IMX273

3.45 x 3.45 μm

1,440 x 1,080

✓
✓ *4

✓

1/2.9 type GS-CMOS

✓

72 fps

✓

C mount
✓

2/3 type GS-CMOS

50 fps

CMOSIS CMV2000

-

2,048 x 1,088

✓ *4

5.5 x 5.5 μm

✓
-
-

CS mount
-

1/1.8 type GS-CMOS

35 fps

Sony IMX265

✓

2,048 x 1,536

✓ *4

3.45 x 3.45 μm

✓
✓
✓

C mount
-

Imager size / type*2

Imager model
Pixels
B/W or COLOR

TELI Core Technology*3

Pixel size
Frame rate
Resolution

Image bu�er
Bulk trigger
Event notifications

Product availability (CY)

Sequential shutter

Lens mount

Imager size / type*2

Pixels
B/W or COLOR

Product availability (CY)

Bulk trigger
Image bu�er

Event notifications

Pixel size
TELI Core Technology*3

Lens mount
Short exposure mode*6

Sequential shutter

Resolution
Frame rate

Imager model

Short exposure mode*6

1.6M

0.3M 0.3M

2.2M 3.1M 5M0.4M

0.8M 1.3M 2M

B/W COLOR B/W COLOR B/W COLOR B/W COLOR B/W COLOR

B/W COLOR B/W B/W B/W COLOR B/W COLOR

BG040MG BG040MCG
BG040MCF BG160MG BG160MCG

BG160MCF

BG030 BG030C
BG030CF BG031

BG205M-CS BG205MC-CS
BG205MCF-CS BG302LMG BG302LMCG

BG302LMCF BG505LMG BG505LMCG
BG505LMCF

BG080 BG130 BG130C
BG130CF BG202 BG202C

BG202CF

MODEL*1

MODEL*1

Specifications


