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Imperx: Canon EF EOS Mount
The Imperx Canon EF EOS mount is designed to attach to the Cheetah cameras. The Imperx Canon EF EOS mount features an 
internal connection that includes power and lens control embedded internally to the camera. The mount is powered by the standard 
camera power supply. In systems that utilize PoE (Power over Ethernet) or PoCXP (Power over CXP), a power supply is not needed 
to power the lens. The Canon lens control is a part of the Imperx camera’s feature set which controls focus and iris via the GUI, XML, 
or SDK. The Imperx Canon EF EOS mount is ruggedized and is capable of extended temperature range which makes it the perfect 
addition to the Imperx ruggedized cameras.

Specifications

CHEETAH
RUGGEDIZED CAMERA SERIES

 
CANON EF EOS Mount

Feature Description

Compatible Lenses Canon EF EOS

Dimensions Diameter: Ø 70 mm, 
Depth: 40.9 mm

Weight 185 g (without a lens)

Camera Model Interface

POE-C4410, POE-C5410, POE-C6410 
POE-C4410-T, POE-C5410-T, POE-C6410-T GigE Vision® with Power over Ethernet

CLF-C4420, CLF-C5420, CLF-C6420
CLF-C4420-T, CLF-C5420-T, CLF-C6420-T Camera Link®

CXP-C4440, CXP-C5440, CXP-C6440, 
CXP-C5180, CXP-C5190, CXP-C4181, CXP-C4191 CoaXPress

SFP-C4440, SFP-C5440, SFP-C6440 10 GigE Vision® with SFP+ transceiver

GEV-C5180, GEV-C4181 GigE Vision®

U3V-C5180, U3V-C4181 USB3 Vision

10G-C5180, 10G-C4181 10 GigE Vision® over copper

Imperx Cheetah cameras with Canon EF EOS lens support:
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Interface Camera Model Sensor Type Ruggedized Lens Mount Filter/Customization 
Options

POE
C4410
C5410
C6410

C = Color
M = Monochrome

R = Ruggedized
T = Thermoelectric cooling (TEC) 
(available in POE and CLF cameras)

L= Canon EF EOS 
Active Mount
E = Canon EF EOS 
Passive Mount
F= F-Mount
M = M42

000 = none

CLF

C4420
C5420
C6420

CXP, SFP
C4440
C5440
C644

GEV, 10G, U3V, CXP C4181
C5181

CXP C5190
C4191

Sample code: 
CXP-C5440C-RL000: Cheetah Color 17 MP camera with Canon EF EOS active mount and 2-channel CXP-6 CoaXPress w/PoCXP interface.

Ordering Information

Dimensions
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